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5  Unlock the anchoring extension profi le and pull to extend the outer profi le.

6  Slide the inner profi le of the anchoring extension profi le into the anchoring base profi le. 

7  Align the slot of the inner profi le of the anchoring extension profi le with the roof anchor. 

4 Slighty lift the previous anchor bar for easy insertion.
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8  Align the middle slots of the outer profi le to the holes in the next base module.

Repeat steps 2.5 - 2.8 for every anchoring extension profi le of the row, except for the last one.

9  Slide the inside profi le of the last anchoring extension profi le into the previous anchoring extension profi le. 

10  Align the hole of the inner profi le of the anchoring extension profi le to the roof anchor. 

4 Slighty lift the previous anchoring extension profi le for easy insertion.



15 Manual - Connect Anchoring Profile  enstall.com

11 	 Place the inner profile of the last extension profile over the threaded rod of the roof anchor. 

12 	 Align the outer slots of the outer profile to the holes in the last base module.

13 	 Secure the anchoring profiles to the base modules with two cladding screws. 

HEX 3/8” 
6.5×19mm

4×2



16 Manual - Connect Anchoring Profile  enstall.com

14 	 Turn the bottom nut of the roof anchors against the inner profiles. 

15 	 Secure every anchor profile to the roof anchors with M10 nuts.

	4 Make sure all the anchor profiles are straight and not bent up or down by the roof anchors.

16 	 Fix the first and last anchoring profiles of the row in place with the provided self tapping screws. 

	4 Use one screw for the first and last anchoring profile of a row.  See appendix A for more information.

2×

SW10
HEX/T30  
6×25mm



17 Manual - Connect Anchoring Profi le  enstall.com

ANNEXES
A. Self-tapping screw examples

Every anchoring profi le with no or one adjacent panel in the longitudinal direction needs to be fi xed with a self-tapping sheet metal 
screw 6.0×25 mm SW10 HEX/T30. Below you can fi nd some examples of screw locations for both single and dual confi gurations. 

4 Since each project plan is unique, this overview only serves as a general guideline for the placement of the self-tapping 
screws.
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